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ZERO
Design by Oscar & Sergi Devesa.

Reference

5276.

Application

Outdoor lamps

Installation type

Built-in

Description

Marker light ideal for outdoor use designed by Oscar & Sergi Devesa. Gives a downward and
upward light which is perfect for fitting at middle level in the wall as an orientation light in
corridors and transit areas. Available in three finishes: chrome, white lacquer or rust lacquer.
LED light source.

Diffuser

Aluminium diffuser

Finish

5276-01.

Chrome
5276-03.

White lacquer
5276-54.

Oxide-brown
lacquer

Sketch

Electrical characteristics

1 x LED 3W 700mA

Total 3 W

Physical characteristics

1 Box / 0.13 x 0.20 x 0.21 m. / Vol. 0.0054 m³ /
Gross weight 0.7 kg. / Net weight 0.5 kg.

Installation and assembly

Follow instruccions of the installation guide

Light distribution

Orientation

Lamp having a beam powerful enough to define profiles and the surrounding architecture.

Photometric data

Efficiency : 100.00%

 Coordinate system : C-G

 Total flux : 43.00 lm

 Maximum value : 273.33 cd/klm

 Light position : C=0.00 G=45.00

 Double symmetrical : 3

Isolux :  Isolux (Suelo)

Light position :

X=0.00m Y=0.00m Z=3.00m

Light rotation :
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