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POKER PENDELARMATURER/PENDANTS

230

480 1040

52
0

W D/MM FÄRG/FINISH ART 

22W/2Gx13 480 Vit/White 7800-1-01

22W/2Gx13 480 Vit/White 7800-1-01HFF

22W/2Gx13 480 Svart/Black 7800-1-06

22W/2Gx13 480 Svart/Black 7800-1-06HFF

4x26-42W/Gx24q 1040 Vit/White 7800-3-01

4x42W/Gx24q 1040 Vit/White 7800-3-01HFF

4x26-42W/Gx24q 1040 Svart/Black 7800-3-06

4x42W/Gx24q 1040 Svart/Black 7800-3-06HFF

E27 max 28W 480 Vit/White 7801-1-01

E27 max 28W 480 Svart/Black 7801-1-06

2xE27 max 42W 1040 Vit/White 7801-3-01

2xE27 max 42W 1040 Svart/Black 7801-3-06

HFF = Dimmbart driftdon. Fördunklas via SwitchDIM alt. DSI. Dali på begäran.                      

HFF = Dimmable ballast. SwitchDIM or DSI. Dali on request.

LJUSKÄLLA E27/LIGHT SOURCE E27

28W Halogen Eco   L252774

42W Halogen Eco   L251715

11W lågenergi/low energy   L70012

7W LED   L70023

Utförande: Vit eller svartlackerad aluminium. Andra färger på begäran.

Bländskydd i matt akryl. 

Montage: I tak, 2 m kabel/vajer, andra längder på begäran.

Anslutning: Takkontakt, vid HFF kopplingsplint 5x4mm2.  

Design: Thomas Bernstrand 2007.

IP

20 HF F 230V 50Hz

Finish: Aluminium, painted white or black. Other colours on request. Diffuser 

in mat acrylic. 

Installation: Wire and cable pendant, 2 m, other lengths on request.

Connection: Terminal block 3x2,5mm2, when HFF terminal block 5x4mm2.  

Design: Thomas Bernstrand 2007
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