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LED COLOUR TEMPERATURE
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BALL CHAIN

COLOUR L (M) CODE
chrome 20 031-14004.20

BALL CHAIN

COLOUR L (M) CODE
gun metal 20 031-14005.20

DROP CHAIN

COLOUR L (M) CODE
matt grey 20 031-15005.200
matt grey 100 031-15005.100

COVER for rod suspension

TYPE L (MM) CODE
cover 1000 057-9400008

ACCESSORY

65

057-_ _ _ _  5_ _  3000K
6_ _  4000K

* Luminous Flux (3000K)
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L
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ø 3700
L

JANE ROUND 1900

TYPE CHAIN CODE
54W LED | 3648 lm* ball 057-9432##8
54W LED | 3648 lm* drop 057-9452##8

JANE ROUND 2400

TYPE CHAIN CODE
66W LED | 4560 lm* ball 057-9433##8
66W LED | 4560 lm* drop 057-9453##8

JANE ROUND 3000

TYPE CHAIN CODE
80W LED | 5472 lm* ball 057-9434##8
80W LED | 5472 lm* drop 057-9454##8

JANE ROUND 3700

TYPE CHAIN CODE
106W LED | 7296 lm* ball 057-9435##8
106W LED | 7296 lm* drop 057-9455##8

JANE round

CONTROL
057-_ _ _ _ _  1_  non dimmable

3_  DIM DALI

L total = L x 580

L total = L x 754

L total = L x 928

L total = L x 1160

non 
dimmable

DIM
DALI
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2 E

Round profi le made of aluminium, powder-coated
Dynamic 3D effect obtained by single-row ball or bead chains
Ball chains with a diameter of 8mm and a 10mm distance
Bead chains with a diameter of 12mm and a 20mm distance
Ball‘s surface in chrome or gunmetal, bead‘s surface in matt fi nished grey
Rod suspension adjustable in height (200-1000mm), optional with cover
Energy effi cicent e2 LEDs 1,1W, available in 3000K and 4000K
Optionally dimmable with DALI signal, transformer included in luminaire

ESP

Perfi l redondo de aluminio, revestido de laca en polvo
Efecto 3D dinámico mediante cadenas de esferas o de gotas
Cadenas de esferas de 8mm de diámetro y una distancia de 10mm o
cadenas de gotas de 12mm de diámetro y una distancia de 20mm
Superfi cie de las esferas en cromo o en bronce de cañón, gotas en gris mate
Altura ajustable de los péndulos (200-1000mm), tapa opcional
LED e2 de 1,1W con efi ciencia energética, disp. en colores de 3000K y 4000K
Dimeables con señal DALI (opcional), transformadores integrados en la lámpara

RU

Круглый профиль светильника сделан из алюминия и покрыт лаком
Динамический эффект 3D достигается с помощью ряда цепочки из шариков 
Ø 8 мм с разделением в 10 мм или 
цепочки из каплеобразных подвесок Ø 12 мм с разделением в 20 мм
Поверхность шариков - хром или темный металлик, подвесок - в матово-сером тоне
Регулируемая высота штанги светильника (200-1000 мм), дополнительно с крышкой
Энергосберегающие e2 LED 1,1W в тонах 3000К и 4000К
Дополнительно DALI диммирование, трансформаторы встроены в светильник


