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GLAMOUR
Design by Proli Diffusion Studio.

Reference

5102.

Application

Ceiling Lamps

Installation type

Surface

Description

WARM is an oversized tapered drum pendant with an opaque fiberglass shade that is warm,
elegant and adaptable to any atmosphere. Designed by Ramos & Bassols, it is available in
three colours: white, red or dark chocolate matte lacquer.

Diffuser

Acrylic diffuser

Finish

5102-03. 5102-04.

Sketch

Electrical characteristics

3 x E27 230V 70W Eco

Total 210 W
Or
3 x COMPACT FLUORESCENT E27 230V 15W

Total 45 W

Physical characteristics

2 Box / 0.27 x 0.60 x 0.60 m. / Vol. 0.2095 m³ /
Gross weight 5.6 kg. / Net weight 4.5 kg.

Installation and assembly

Follow instruccions of the installation guide

Light distribution

General lighting

Lamp for general lighting that equally distributes the light in all directions.

Photometric data

Efficiency : 57.65%

 Coordinate system : C-G

 Total flux : 2700.00 lm

 Maximum value : 94.13 cd/klm

 Light position : G=15.00 G=5.00

 Double symmetrical : 3

Isolux :  Isolux (Suelo)

Light position :

X=0.00m Y=0.00m Z=3.00m

Light rotation :
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