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LED 650LM/11W 600 400 8325-1-11

LED 650LM/11W 600 400 8325-1-11HFF

LED 1230LM/20W 1200 400 8326-1-11

LED 1230LM/20W 1200 400 8326-1-11HFF

HFF = Dimmbart/Dimmable DALI, SwitchDim, DSI.

TILLBEHÖR/ACCESSORY

Rakt kopplingsbeslag/Straight connector  983251-106

Utförande: Skärm av Soundfelt klädd i ulltyg Camira/Blazer ljusgrå LTH39 

Andra färger/tyger på begäran. Svart dragkedja. Svartlackerad metall och 

svart kabel. Bländskydd av microprisma.

LED info: Systemeffekt se nedan. Armaturlumen se nedan. Korrelerad färg-

temperatur 3000K. Färgtolerans SDCM 3. Färgåtergivning RA 80.

Montage: I takkrok, 2 meter kabel.

Anslutning: Takkontakt. Vid HFF kopplingsplint 5x4mm2.

Design: Johanna Jacobson Backman 2015

Finish: Shade in Soundfelt upholstered in woll fabric Camira/Blazer light grey 

LTH39. Other color/fabric on request. Black zipper. Black painted metal and 

black cable. Diffuser in microprisma.

LED info: System power see below. Luminaire Luminous Flux see below. CCT 

3000K. SDCM 3. CRI 80

Installation: In ceiling hook , 2 m cable.

Connection: Terminal block 5x4mm2 ,.

Design: Cate & Nelson 2015.

BLOCK 400

Special färg på tyg/Custom color

IP

20 HF F 230V 50Hz



BLOCK 800 PENDELARMATURER/PENDANTS

IP

20 HF F 230V 50Hz Special färg på tyg/Custom color

600/1200
50

37
5

cc 584/1184

8
0

0

W L/MM H/MM LJUS/LIGHT ART.

LED 650LM/11W 600 800 Ned/Down 8325-3-11

LED 650LM/11W 600 800 Ned/Down 8325-3-11HFF

LED 1230LM/20W 1200 800 Ned/Down 8327-3-11

LED 1230LM/20W 1200 800 Ned/Down 832-3-11HFF

LED 1920LM/31W 1200 800 Ned+Upp/Down+Up 8326-3-11

LED 1920LM/31W 1200 800 Ned+Upp/Down+Up 8326-3-11HFF

HFF = Dimmbart/Dimmable DALI, SwitchDim, DSI.

Utförande: Skärm av Soundfelt klädd i ulltyg Camira/Blazer ljusgrå LTH39. 

Andra färger/tyger på begäran. Svart dragkedja. Svartlackerad metall och 

svart kabel. Bländskydd av microprisma.

LED info: Systemeffekt se nedan. Armaturlumen se nedan. Korrelerad färg-

temperatur 3000K. Färgtolerans SDCM 3. Färgåtergivning RA 80.

Montage: I takkrok, 2 meter kabel.

Anslutning: Takkontakt. Vid HFF kopplingsplint 5x4mm2.

Design: Johanna Jacobson Backman 2015

Finish: Shade in Soundfelt upholstered in woll fabric Camira/Blazer light grey 

LTH39. Other color/fabric on request. Black zipper. Black painted metal and 

black cable. Diffuser in microprisma.

LED info: System power see below. Luminaire Luminous Flux see below. CCT 

3000K. SDCM 3. CRI 80

Installation: In ceiling hook , 2 m cable.

Connection: Terminal block 5x4mm2 ,.

Design: Cate & Nelson 2015.


