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W D/MM FÄRG/COLOR ART.

LED 980LM/13W 270 Vit/White 8345-1-01

LED 980LM/13W 270 Vit/White 8345-1-01HFF

LED 980LM/13W 270 Svart/Black 8345-1-06

LED 980LM/13W 270 Svart/Black 8345-1-06HFF

LED 2060LM/26W 460 Vit/White 8345-3-01

LED 2060LM/26W 460 Vit/White 8345-3-01HFF

LED 2060LM/26W 460 Svart/Black 8345-3-06

LED 2060LM/26W 460 Svart/Black 8345-3-06HFF

HFF = Dimmbart/Dimmable DALI, SwitchDim, DSI.

Utförande: Stomme i vitlackerad metall. Skräm i matt akryl. Lackerad alumi-

nium ring, vit eller svart som standard. Andra färger på begäran.

LED info: Systemeffekt se nedan. Armaturlumen se nedan. Korrelerad 

färgtemperatur 3000K. Färgtolerans SDCM 3. Färgåtergivning RA 80.

Montage: Delinfälld i tak.

Anslutning: Kopplingsplint 5x4mm2..

Design: Fredrik Mattson 2015.

Finish: Shade in matt acrylic. Base in white painte steel. Ring in painted 

aluminum, white or black as standard. Other colors on request.

LED info: System power see above. Luminaire Luminous Flux see above. 

CCT 3000K. SDCM 3. CRI 80

Installation: Recessed mounting.

Connection: Terminal block 5x4mm2.

Design: Fredrik Mattson 2015.

IP

20 HF F 230V 50Hz

Special färg/Custom color

Special färg/Custom color


