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MOVE IT 45 SQUARE

TYPE CODE
5W LED | 220 lm*  063-0310###M

MOVE IT 45 SQUARE wallwasher

TYPE CODE
5W LED | 200 lm*  063-0410###M

MOVE IT 45 square

220-240V A

220-240V A

COLOUR

COLOUR

063-_ _ _ _ _ _  6_  anodised aluminium
8_  anodised black

063-_ _ _ _ _ _  4 chrome
8 black

6

4

8

8

LED COLOUR TEMPERATURE
063-_ _ _ _  4_ _ _  2700K

5_ _ _  3000K
6_ _ _  4000K

* Luminous Flux (3000K)4 5 6

non 
dimmable

DIM
DALI

CONTROL
063-_ _ _ _ _  1_ _  non dimmable

3_ _  DIM DALI/ touch DIM

1 3

MOUNTING HOUSING TRIMLESS 1 lamp

TYPE L/B/H (MM) CODE
MOVE IT 45 97/97/60 063-0710017

MOUNTING HOUSING TRIMLESS 2 lamps

TYPE L/B/H (MM) CODE
MOVE IT 45 188/97/60 063-0720017

MOUNTING HOUSING TRIMLESS 3 lamps

TYPE L/B/H (MM) CODE
MOVE IT 45 279/97/60 063-0730017

MOUNTING HOUSING WITH TRIM 1 lamp

TYPE L/B/H (MM) CODE
MOVE IT 45 70/70/62 063-076001#

MOUNTING HOUSING WITH TRIM 2 lamps

TYPE L/B/H (MM) CODE
MOVE IT 45 140/70/62 063-067001#

MOUNTING HOUSING WITH TRIM 3 lamps

TYPE L/B/H (MM) CODE
MOVE IT 45 210/70/62 063-078001#

ACCESSORY
SEE PAGE 731 FOR MORE ACCESSORIES
XAL DALI push button unit
XAL DALI touch panel

E

Square spotlight made of aluminium
Surface alu or matt black anodised
Patented ball catch system toolless adjustment at 3 heights (0/25/35mm)
For plasterboard ceilings from 10-25mm for trimless installation
Version with frame available in chrome or black
Available in 2700K, 3000K, 4000K
Highly effi cient LEDs with high CRI
Including converter, optionally with DALI converter

ESP

Proyector cuadrado de aluminio
Superfi cie en aluminio o negro, anodizado mate
Ajustable a 3 alturas (0/25/35mm) sin herramientas mediante captura de esfera
Para techos de cartón yeso de 10-25mm para empotrado sin borde
Versión con marco disponible en cromo o negro
Disponible en colores de luz de 2700K, 3000K, 4000K
LED de alta efi ciencia con alta reproducción cromática
Inclusive transformador, opcional con transformador para DALI

RU

Квадратный Spot из алюминия
Поверхность алюминий, или анодированный черный матовый
Регулируемая система крепления на трех уровнях: (0/25/35мм)
Для потолков из гипсокартона от 10 до 25мм для монтажа без рамок  
Хромированная или черная рамка
Цветовая температура: 2700К, 3000К, 4000К
Энергоэффективные LED с высоким индексом цветопередачи
Включен конвертер, опционально DALI
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