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ACCESSORY
MOUNTING HOUSING for exposed concrete 

 TYPE L/B/H (MM) CODE
MIRA SQUARE 150 350/210/140 052-9903310
MIRA SQUARE 200 400/210/190 052-9904310

LED COLOUR TEMPERATURE
052-_ _ _ _  5_ _ _  3000K

6_ _ _  4000K

* Luminous Flux (semi-opal)
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COLOUR
052-_ _ _ _ _ _  6_  grey/black

7_  white
8_  black
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non
dimmable

DIM
DALI

CONTROL
052-_ _ _ _ _  1_ _  non dimmable

3_ _  DIM DALI

1 3

MIRA SQUARE 150

TYPE CODE
14W e2 LED | 1050 lm* 052-9330####
14W e2 LED emergency 3h 052-9330####NL3

MIRA SQUARE 200

TYPE CODE
22W e2 LED | 1700 lm* 052-9430####

MIRA SQUARE 150

TYPE CODE
20W e2 LED | 1380 lm* 052-9331####
20W e2 LED emergency 3h 052-9331####NL3

MIRA SQUARE 200

TYPE CODE
34W e2 LED | 2330 lm* 052-9431####

052-_ _ _ _ _ _ _  O semi-opal η 93%
P microprismatic η 79%

O P

LIGHT OPTIC COVER

E

Square housing made of aluminium, powder coated white or black
Offset microprismatic or semi-opal PMMA cover
Suitable for ceilings from 8-25mm
Highly effi cient LEDs with high CRI
Versions with LED emergency inset 3h, self-test function
Mounting housing for concrete installation available

ESP

Cuerpo cuadrado de aluminio con barniz estructurado blanco o negro
Tapa PMMA micro estructurada o medio opalina emplazada en el interior
Adecuada para techos de 8-25mm de espesor
LED de alta efi ciencia con alta reproducción cromática
Versiones con LED de emergencia integrado con prueba de 3hrs 
Carcasa para empotrado en hormigón disponible como accesorio

RU

Квадратный корпус изготовлен из алюминия
белой или черной порошковой окраски
Микропризматический или опаловый рассеиватель
Монтаж в потолки толщиной 8-25мм
Энергоэффективные LED с высоким индексом цветопередачи
Версии LED с функцией аварийного освещения (самотестирующиеся)
Монтажный короб для монтажа в бетон заказывается отдельно
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